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PRODUCT BULLETIN K~SPRAY BULLETIN NQ:  J-5503
ERYWALL £CCESSORY CEILING TEXTURE DATE: 7-8=75
PRODUCTS ( NON~-ASEESTCS ) PAGE: 1 of 2
APPROVALS: ) PRODUCING PLANT: CANCELS: J—5503-
SEATTLE DATE: 42671

BULLETIN DESCRIPTICN % POUNDS GALLONS

442 Talc 27,57 550

165 Raw_ Gypsum 35,08 700

446 Titapium Pigment 2,51 50

056 Vyopel Clay 2,91 20

30} Paper Dust 2,00 40

187 Clavy Hvdrite MP 15,03 300

LAY Clay Sno Cal 50 10,02 200

154 Bone Glue 8.50 10

C24 Cagein 1.CQ 20

102 Di_Armonium Fhosphate 0.20 A

026 Amnmoniwn Penta Borate 0.25 P

506 Zinc Oxide 0,05 1

216 Hydrated Lime ) 0.05 1

245 Cellosize (P-4470-H 0,50 10

074 Purnt Urber Q.01 2 cunces

453 Preservative Dow 75 G,20 b

324 Styrene Aggregete 2,21 _20

282 Cdor Mask 0,01 2 _ounces

TOTAL 100,00 1995, 24

2l C ST :

1. See Process Bulletin No.‘ J=4.

2, Dry blend for a minimum of 20 minutes,

3. Package 32 lbs. minimum per bag,

QUALITY CONTRQL: KG2000779

TM~1B  Viscosity, ce per 100 gm to give 5-53" dia, patty 185 to 210 cc

%}:% nggity, ibs. per ¢u, i, ggu::g-x‘it;u}itd.
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ROI CATIONS:

Test Procedures as specified in Bulletin T-7.

est Method

TM-1B Viscosity (slump test; patty diameter .
. of 5-53") ‘ _ 185 1o 210 ce¢
T™-2 pH (meter) - - : 8.0 - 9.0
T™-3 Bond : . Equal to Standard
T™=13 Reflectance (%) ‘ Eqﬁal to Standard
T™M-20 Cracking . No ecracks or heavy
. ' checking
T-22 Size Graduation (500 ¢e sample)
a, Retained on 16 mesh . - 250 to 350 cc
b. Passing 16, retained on 50 mesh - 100 to 200 ce
TM=33 Dry Loose Density (1bs. per cu. ft.) 20 maximum
TM—34 ' Hardness - _ - Equal to Standard
TM=36 White Line Test No discoloration between
: ’ sealed & unsealed areas
- TM-37 Resistance to Souring . No odgr after 30 days

@ 110°F

KG2000780




